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Settings and adjustment
2.	 Remove the knee support, mounted 

with one screw, see Fig. 11.

3.	 Unscrew the six screws that hold the 
foot plate in place, see photo.

4.	 Release the two locking screws on the 
footplate, see photo at the top of the 
previous page.

5.	 Turn the fixing over and remount in 
reverse order.

The knee support is mounted  
with one screw.

The foot plate is mounted  
with six screws.

Leg rest seen from behind. 
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Mounting the angle gauge.

Angle gauge
When starting to use the VS seat, it 
may be difficult to rise up completely 
and require a deal of training to rise up 
to full height in the seat. The supplied 
angle gauge can be mounted on the seat 
frame to give an indication of the user’s 
progress. 
The angle gauge is self-adhesive on the 
rear and is mounted on the side of the 
seat frame, see photo. Its position can 
be varied depending on what accessor
ies are mounted on the seat - fit it wher
ever there is space. Fit the angle gauge 
to show 0° in sitting position.

2

Adjusting the position of  
the knee support.

Knee support.

1

Knee support - Adjustment of position
1.	 Adjust the knee support in sitting 

position to a location approx. 3-4 cm 
in front of the legs. Carry out adjust-
ment with the knob on the rear edge 
of the seat frame, see photo. Rotate 
the knob clockwise to reduce the 
distance between the leg and the 
knee support and anticlockwise to 
increase the distance.

Knee support - Adjustment of height
1.	 Release the knee support’s locking 

knob (1), see photo.
2.	 Move the continuous position  

screw (2) on the leg rest to a suitable 
position, see photo. 

3.	 Ensure that the knee support is fully 
pushed in against the position screw, 
then tighten the knee support locking 
knob (1). 
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Fitted Belt.Fitted Belt.

Snap Lock for the Belt.

Positioning Belt (Option)
Fitting the Positioning Belt
There is an accessory rail on both sides of the seat frame for mounting such items 
as the positioning belt. Mount the positioning belt in the upper track of the rail.
1.	 Screw the belt in place, with the snap lock on the side which best suits the 

user and the other part with the buckle on the opposite side.
2.	 After mounting, check that the belt buckle locks properly in the snap lock.

m     WARNING

Permobil positioning belts are designed to position the user only and not to protect you in the 
event of a motor vehicle accident.  The positioning belts do not replace use of a vehicle mounted 
restraint.
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Control panel (rotating panel holder)
The location of the control panel can be adjusted lengthwise to find the optimum 
driving position. It is also possible to adjust the angle of the panel sideways, 
which facilitates getting in and out.

Length adjustment
1.	 Undo the screw on the underside of the armrest and adjust the panel to 

the required position.
2.	 Tighten the screw.

Adjustment of friction joint
Using the knob on the friction joint, it is possible to adjust how easily or stiffly the 
panel can be angled laterally.

Control panel with rotating panel holder

Screw

Knob

Friction joint knobLength adjustment screw
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Control panel with  parallel panel holder

Control panel (parallel panel holder)
The location of the control panel can be adjust
ed lengthwise to find the optimum driving pos
ition. The panel can also be pushed out to the 
side, diagonally back, to facilitate getting in and 
out.

Length adjustment
1.	 Undo the screw on the underside of the 

armrest and adjust the panel to the required 
position.

2.	 Tighten the screw.

Adjustment of friction joint
Using the knob on the friction joint, it is possible 
to adjust how easily or stiffly the panel can be 
pushed out to the side.

The panel can be pushed 
out to the side, diagonally 
back, to facilitate getting in 

and out.

Screw
Knob
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Care and maintenance 
Regular care and maintenance will prevent unnecessary wear and damage to 
your seat. The following is general advice recommended by Permobil. For 
severe soiling of the upholstery or damage to surface finish, contact Permobil 
for information.
Upholstery, cloth/vinyl
For normal cleaning, wash the upholstery with lukewarm water and a mild non-
abrasive soap. Use a soft cloth or brush. Before the surface dries, wipe off any 
water/soap residues with a clean, dry cloth. This procedure may be repeated to 
remove stubborn dirt or stains.
If necessary, the cover may be removed before cleaning. See also the washing 
instructions on the upholstery materials.
Metal surfaces
For normal cleaning proceed carefully with a soft cloth/sponge, hot water and a 
mild detergent. Wipe down carefully with a cloth and water, and dry off.
Remove skuff marks from semi-matte surfaces with soft wax (follow manufacturer’s 
instructions).
Remove skuff marks and scratches from shiny surfaces using car polish, either 
liquid or in paste form. After polishing, apply soft car wax to restore the original 
surface gloss. 
Plastics
For normal cleaning, wash plastic surfaces with a soft cloth, mild detergent and 
hot water. Rinse thoroughly and dry with a soft cloth. Do not use solvents or 
abrasive kitchen cleaners.

Never hose the wheelchair down as the electronics may be damaged. The wheelchair must always 
be turned off when being cleaned.

m   WARNING
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Always contact Service is defects are discovered on the seat, as the use of a defective 
seat could both injure the user and damage the seat.

m    NOTE

Care and maintenance 
Checks
At regular intervals check the following:
-	 that the locking nuts on the swivel heads are tight.
-	 that the actuators are in place in the actuator fixings.
-	 that the knee stop tape and the tape to the leg rest/foot plate are not worn 

and that the seams are intact.
-	 Check the condition of the belts regularly in case any damage or worn pla-

ces have developed.
-	 that moving parts such as arm rest or parallel stay are in place and that all 

knobs are tightened, see safety rules, pages 10-11.
-	 that the green indicator lamp on the button box goes out when the seat is 

raised above or lowered below the correct height for elevation.

Transport
To take up less space when transporting 
the seat, the back rest can be detached 
and laid on the seat.
1.	 Release the two knobs (1) on the rear 

of the back rest, see photo.
2.	 Open the two quick-acting locks (2)
3.	 Lay the back rest on the seat cushi-

on.
Detaching the back rest.

1

2
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Technical specifications

Dimensions & weight information	 Junior		  Adult	
Seat height with  
electric seat lift	  21”-31”	 21”-31”
Seat width	  17”/19”	 17”/19”
Seat depth	  16”-20”	 18”-24” *
Back rest height	  22”/24”	 22”/24”
Arm rest height	  6”-11”	 6”-11”
Distance between arm rests	  14”/16”/18”	 14”/16”/18”
Distance between seat  
cushion and foot plate	  11”-13”	 19”-22”
Back rest angle	  90°-180°	 90°-180°
Leg rest angle	  90°-180°	 90°-180°	
	
Max. user weight	  170 lbs 	 220/265** lbs

*18”-20” without seat extension
** With seating limitations
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